
THE ART & SCIENCE 
OF NEXCLAD COLOR
Terracotta by its very nature is warm, earthy and inviting.  
Enhancing the natural qualities of terracotta by applying a 
glaze mixture prior to firing can create spectacular colors 
unable to be replicated on other building materials. 

Creating the color of a terracotta tile is part science, and part 
art. A natural range of tones is a feature within any given 
color. The range of tones that arise from the manufacturing 
process is a normal and very desirable feature of natural 
clay tile—imparting richness, character and a dimensional 
appearance to the installed product 

The high temperature firing process used at our 
manufacturing facility produces vibrant colors that do not 
fade, spall, effloresce, or significantly change over time. Our 
color glazes are kiln-fired at extreme temperatures during 
production, fusing the color into the tile and ensuring that 
the original tones and hues are retained for generations. 
This is why we include color in our industry leading 75-year 
material warranty.

We pride ourselves on our long history of color mastery and 
being recognized as an industry expert in glazed terracotta 
tile. With over 50 designer color blends and the ability to 
custom-match nearly any hue, the color possibilities are 
endless. 

STANDARD COLOR BLENDS

CLAY RED
(CR)

SUNSET RED**
(S4)

AGED SRI VALUE=32

EMPIRE GREEN
(M14)

AGED SRI VALUE=47

BRIGHT GREEN
(M9)

AGED SRI VALUE=45

BRIAR BROWN
(M8)

AGED SRI VALUE=13

AGED OAK
(M5)

AGED SRI VALUE=11

MATTE WHITE
(M17)

AGED SRI VALUE=90

ASH GRAY
(M4)

AGED SRI VALUE=27

AGED CEDAR
(CR/M9 SPOT)

FOREST GREEN
(M11/M9 SPOT)

AGED SRI VALUE=28

MOTTLED GREEN PURPLE
(SL2/SL4 SPOT)

MATTE MEDITERRANEAN BLUE; DARK BLUE 
GLOSS (047-17G); LIGHT BLUE GLOSS (G5)

DESERT SAND
(M12)

AGED SRI VALUE=51

SLATE RED
(SL5)

AGED SRI VALUE=28

BURGUNDY
(M10)

AGED SRI VALUE=26

SANTIAGO ROSE
(M26)

AGED SRI VALUE=49

SUMMER ROSE
(M20)

AGED SRI VALUE=36

BARCELONA BUFF
(M7)

AGED SRI VALUE=64

HISTORIC RED
(129-01M)

VINTAGE GREEN
(M21)

AGED SRI VALUE=35

MEDITERRANEAN BLUE*
(G3/G5)

DARK GREEN
(M11)

AGED SRI VALUE=10

BROOKVILLE GREEN*
(G1)

AGED SRI VALUE=26

ROYAL PERSIAN*
(286-01)

AGED SRI VALUE=15

PLUMSTONE
(SL4)

AGED SRI VALUE=8

HERITAGE BLUE
(M16)

AGED SRI VALUE=10

EBONY
(M13)

AGED SRI VALUE=6

BEACH BROWN**
(SO/M8)

AGED SRI VALUE=23

BRUNSWICK BLACK 
(SL1)

AGED SRI VALUE=6

MIDNIGHT BLACK*
(G6)

AGED SRI VALUE=0

LAVA BLACK**
(S1/M13)

AGED SRI VALUE=12

SLATE GRAY
(SL3)

AGED SRI VALUE=23

MONTPELIER GREEN
(SL2)

AGED SRI VALUE=33

SUNSET RED WITH 
EBONY MIST**
(S4/M13 MIST)

ADOBE FLECK
(CR/M13 SPOT)

PROCESS FLASH
(CR/M13 PF)

EBONY MIST
(CR/M13 MIST)

SIENNA
(25MT3/M8 SPOT)
AGED SRI VALUE=24

GOLDEN RED CEDAR
(CR/094-11M SPOT)

WHITE CEDAR
(25MT3/M12 SPOT)

VERMONT GRAY BLACK
(SL3/SL1 MIST)

AGED COPPER
(CR/M9 SPOT)

EARTH GRAY
(M4/M13 SPOT)

WESTERN CEDAR
(M4/M8 SPOT)

ANTIQUED 
MONTPELIER GREEN 
(M12/SL2 M-H MIST)
AGED SRI VALUE=43

ANTIQUED 
BRUNSWICK BLACK
(M12/SL1 M-H MIST)
AGED SRI VALUE=30

ANTIQUED 
SLATE GRAY

(M12/SL3 MIST M>H)
AGED SRI VALUE=43

*Gloss
**Weathered
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IMPRESSIONIST SERIES 
The Impressionist Series utilizes two to three complementary shades applied 
randomly over a base color to create a unique patina for a designer color 
palette. Standard blends can be selected, or custom blends can be created 
using varying percentages of Impressionist Series colors. 

TERRA COTTA
(129-01M/165-01M/

M10/173-00M)
AGED SRI VALUE=41

ANZIANI
(129-01M/M10/165-

01M/M13)

DARK TERRA COTTA
(129-01M/165-01M/19MT1/

M10/129-01M)
AGED SRI VALUE=34

VECHIO
(129-01M/M10/19MT1/

M13)

FIELD GREEN
(M11/M9/94-538M)
AGED SRI VALUE=30

DARK TUSCANY
(173-00/M7/19MT1/19MT1)

AGED SRI VALUE=40

FIREFLASH
(CR/M13/25MT3/349-

01M)

VILLAGIO
(M12/M26/M7/M13)
AGED SRI VALUE=47

PROVENCE**
(SO/M12/021-03M/M4 LG)

AGED SRI VALUE=60

TUSCANY
(173-00M/19MT1/M7/M12)

AGED SRI VALUE=58

STRATA GRAY
(SL3/188-03M/018-

09M/SL1)

ANTIQUED PEWTER
(SL6/090-11M/092-11M)

BLEND OF DARK TERRA COTTA,  CUSTOM TERRA 
COTTA (129-01M/165-01M/173-00M/173-00M), AND 
TERRA COTTA IMPRESSIONIST COLORS 

CUSTOM COLOR DEVELOPMENT
Our expert ceramic engineers have developed an impressive array of 
standard design colors over the years, and even more impressive, hundreds 
of custom colors—all to meet the needs of design professionals around the 
world. They work hand in hand with architects, designers and building owners 
to not only create beautiful custom colors, but also color blends and designs, 
mixing hues to create a subtle, or dramatic, one-of-a-kind statement.
 
Mixing a custom glaze color is unlike mixing a paint color—there are different 
techniques and skill sets that must be applied. Our ceramic engineers build 
off of a basic formula, then mix, adjust, and fire multiple trials to test each 
formulation’s outcome. Those fired colors (glazes) are analyzed, adjusted, 
and mixed time and time again until the desired color is developed. 
 

In addition to our standard texture offerings, our ceramic engineers can 
work with you to create a custom surface texture suitable for your tile. 
When factoring in texture, be sure to note the surface of your tile can affect 
the final color appearance. Whether you are trying to match a historic tile, 
want to combine a number of standard textures or create your own surface 
texture, our craftsmen will work with you to make your design vision a reality.

CUSTOM GREEN BLEND
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